INNO SPOT PRO™

The Inno Spot PRO is a lightweight and compact moving head packed with
professional features that lighting designers, DJs,or any entertainer can access via on
board control or a DMX controller. It features exciting built-in light shows when used
in Sound Active or linked in Master/Slave mode, offers 14 channels of DMX control,
amotorized focus, manual zoom, 4-Button LED DMX menu, Electronic Dimming,
Shutter and Gobo Shake effect. Its powerful 80 Watt LED provides a sharp edge beam
that can be manually adjusted between 12-17°.

Specifications:
+ Light Source: 80W High Output White LED Engine

- High output moving head with 14 channels of DMX and 12-17° adjustable beam
angle.

+ 8 Colors + Spot; 6 Rotating Replaceable Gobos + open; 3 Facet rotating prism

« Gobo size: 24mm (20mm viewable / 0.2mm thickness metal / 1.1mm thickness
glass)

« [ECAC power In/Qut (Power daisy chain 4 units @110V, 8 units @220V)

+ Power Consumption: 1.27Amps @ 110V; .61 Amps @ 220V

« Dimensions (LXWXH): 11.5"x 6.75"x 16.75"/ 288 x 167 x 425mm

« Weight: 19.8 Ibs/ 9kg
Specifications subject to change without notice.

Inno Spot LED PRO

Beamangle 12° 87640 22330 5834 3700 2529 (Lux)
Beamangle 17° 30900 10920 4916 2805 1788 (Lux)

Distance(m) Q 1.0

Color Wheel

. /.\ Check out video footage of this effect
Lighting the Future: www.adj.com



